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Abstract
 
The response of a ring-stringer stiffened cylinder to
 
acoustical and mechanical excitation is investigated experi­
mentally and analytically. The results of the investigation
 
confirm the feasibility of using small mechanical shakers
 
attached to the skin of an aerospace vehicle section to
 
simulate the response of the vehicle to acoustic excitation.
 
The results also indicate that the skin vibration, vibration
 
transmission to interior components, and interior sound
 
field resulting from acoustical and mechanical excitations
 
can be predicted adequately using statistical energy analysis
 
techniques at frequencies greater than approximately
 
three times the fundamental resonance frequency.
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1.0 INTRODUCTION
 
1.1 	 Objectives 
The primary objective of this study is to investigate 
the use of mechanical excitation (shakers) to simulate the 
response of a ring-stringer stiffened cylinder to acoustical 
excitation. The secondary objective is to develop and 
experimentally verify analyses for predicting the response 
of a ring-stringer stiffened cylinder to acoustical and
 
mechanical excitation.
 
In the environmental checkout of aerospace structures
 
and systems, it is becoming common practice to require
 
full-scale prototype acoustical tests. These tests are
 
justified with the argument that they can uncover effects
 
that may not be seen in simplified analyses or less complete
 
lower level tests. The usual approach in full-scale acous­
tical testing is to attempt to simulate the excitation,
 
by requiring that the pressure spectrum over some region
 
of the test item is the same as that expected in the service
 
environment. In order to fulfill this requirement, test
 
facilities generating hundreds of kilowatts of acoustical
 
power are being built. Because of the large costs of these
 
highly specialized facilities, it appears worthwhile to
 
examine the possibility of finding a more efficient sub­
stitute for full-scale acoustical tests.
 
For 	many aerospace structures, we can define an imaginary
 
envelope of external structure that responds directly to
 
the acoustical or aerodynamic environment and subsequently
 
transmits noise and vibration to the internal portions
 
of the system. In these cases we might perform a substitute
 
acoustical test by creating the desired environment on
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this envelope structure by any convenient excitation. The
 
actual envelope response environment could be estimated
 
by a combination of analytical methods, empirical scaling
 
from existing data, and lower level acoustic tests.
 
Also, analytical and experimental results show that
 
acoustical and aerodynamic environments with the same
 
pressure spectra do not in general produce the same struc­
/
tural responses.- Thus, the use of an acoustical test
 
for inflight simulation can be very misleading if the
 
test spectrum is designed to reproduce the excitation
 
environment. It may be more appropriate to reproduce
 
the response environment.
 
Above the first few structural resonances, the vibration
 
field generated on the skin of an aerospace vehicle is
 
generally multimodal, consisting of waves incident at many
 
angles, and highly resonant. Thus, the high frequency
 
vibration response can be represented as a reverberant
 
vibration field whose characteristics are analogous to
 
those of a reverberant acoustic field. It is a fundamental
 
property of a reverberant field that the response charac­
teristics are relatively insensitive to the details of
 
the excitation.
 
1.2 	 Description of Model.
 
The ring-stringer stiffened cylinder model investigated
 
analytically and experimentally in this study is shown
 
schematically in Fig. 1. The cylinder is 6 ft in length,
 
3 ft in diameter, and is fabricated from 1/16 in. stainless
 
steel. The cylinder is stiffneed with six T-beam stringers
 
and four T-beam rings as shown in Fig. 1. A sheet metal
 
box has been fabricated and bolted to the interior rings
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of the cylinder. The box measures 30 in. by 14 in. by 4 in.
 
and is also fabricated from 1/16 in. steel.
 
In order to investigate the response of the cylinder
 
system to acoustic and mechanical excitation it is convenient
 
to break-up the cylinder system into five subsystems:
 
(1) Exterior Acoustic Field,- (2) Cylinder Skin, (3) Rings
 
and Stringers, (4) Box-Mounted to Rings, and (5) Interior
 
Acoustic Field. Figures 2a and b are photographs of the
 
cylinder.
 
1.3 Summary
 
Chapter 2 of the report describes analytical predictions
 
and experimental measurements of the response of the
 
cylinder skin and stiffeners to acoustical and mechanical­
excitation. The results indicate that the cylinder skin
 
response to acoustic excitation can be predicted analytically
 
with reasonable accuracy, particularly at frequencies
 
greater than the ring frequency where the effects of the
 
cylinder curvature are not important. The results of
 
mechanical excitation experiments indicate that small shakers
 
are more efficient at low frequencies when they are attached
 
directly to a cylinder skin and more efficient at high
 
frequencies when they are attached to the stiffening
 
stringers. Results also indicate that the ratio of the
 
stiffener to the skin acceleration is relatively insen­
sitive to whether the cylinder is excited with an exterior
 
acoustic field or with small mechanical shakers attached
 
directly to the cylinder skin.
 
Chapter 3 describes the response of the box mounted
 
to the stiffeners inside the cylinder. The results indicate
 
that the vibration transfer function from the rings to
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the interior box is approximately 3 dB higher when the
 
cylinder is excited acoustically than it is when the cylinder
 
is excited with mechanical shakers attached to the stringers.
 
Analytical predictions of the vibration transfer function
 
from the rings to the box agree with the experimental
 
data in the high frequency regime but predict too large
 
a vibration transfer function in the lower frequency
 
regime.
 
Chapter 4 describes the response of the cylinder interior
 
acoustic field when the cylinder is excited with an exterior
 
acoustic field and when the cylinder is excited with
 
mechanical shakers attached to the stringers. The ratio
 
of the mean-square sound pressure inside the cylinder
 
to the mean-square acceleration of the cylinder skin is
 
virtually independent of whether the cylinder is excited
 
acoustically or with the mechanical shakers for the complete
 
frequency range investigated. Furthermore, analytical
 
predictions of the sound radiated by the resonant motion
 
of the cylinder skin agree well with the measured values
 
of the sound radiated to the cylinder interior over the
 
entire frequency range. Analytical predictions of the
 
cylinder noise reduction, which is defined as the ratio
 
of the mean-square acoustic pressure on the exterior of
 
the cylinder to the mean-square acoustic pressure on the
 
interior of the cylinder, agree well with the measured values
 
in the high frequency regime above 1000 Hz but severely
 
underestimate the measured noise reduction in the low
 
frequency regime.
 
Chapter 5 describes the design of a conceptual small
 
shaker vibration test to simulate the acoustic response
 
of.a typical skin mounted panel on the S IV-B Dry Workshop
 
Forward Skirt. The analysis indicates that one 25-lb rms
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force shaker exciting the forward skirt skin in the radial
 
direction would result in a panel acceleration response
 
comparable to the response levels specified for the actual
 
acoustic qualification tests of the component.
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2.0 RESPONSES OF CYLINDER SKIN AND STIFFENERS
 
2.1 Response of Skin to Acoustic Excitation
 
2.1.1 	 Important Frequencies in the Cylinder Response
 
Calculation
 
The coincidence frequency is the frequency at which
 
the vibration wavelength in a flat plate is equal to the
 
acoustic wavelength. At frequencies greater than the
 
coincidence frequency fc, the vibration wavelength is
 
longer than the acoustic wavelength. The coincidence
 
frequency of the cylinder skin is
 
- r = 8350 Hz 	 (1)
c = rh
2c2
 
where c. is the acoustic velocity (1100 ft/sec), h2 is
 
the cylinder skin thickness, and c2 is the longitudinal
 
wavespeed in the steel cylinder (17,000 ft/sec).
 
The ring frequency is the frequency above which the
 
curvature of the cylinder may be neglected in considering
 
the vibration characteristics of the cylinder. The ring
 
frequency coincides with the natural frequency of the
 
first breathing mode of the cylinder and is the frequency
 
at which the longitudinal vibration wavelength equals
 
the cylinder circumference. The ring frequency of the
 
cylinder is
 
c2
 
fr -2a = 1800 Hz 
 (2)
 
where a is the cylinder radius.
 
-6­
Report 1997 Bolt Beranek and Newman Inc.
 
2.1.2 Mass-Law Acoustic Acceptance
 
The acoustic acceptance of the cylinder is defined as
2
 
the space-time mean-square acceleration response <a2>
 
of-the cylinder divided by the space-time mean-square pressure
 
<Pl>s,t of the exciting acoustic field, where the subscripts
 
on a and p refer to the subsystem definitions in Fig. 1.
 
The response of the cylinder when it is excited by a pressure
 
field in a frequency band Af is equal to the sum of the
 
responses of the mass-law controlled cylinder modes, which
 
have resonance frequencies less than the exciting frequencies
 
in Af, and the responses of the resonant cylinder modes,
 
which have resonance frequencies in Af.
 
The contribution of the mass-law controlled modes to 
the acoustic acceptance is easily calculated from F = Ma as2/ 
<a2
 
-2s,t 2(3
2ls~t (P2 2)
 
where P2 is the density of steel and the factor of 2 arises
 
from taking account of pressure doubling at the cylinder
 
wall and the random incidence of the acoustic waves.
 
The mass-law acoustic acceptance may be expressed in
 
decibels as
 
AL2 )1 - SPL1 = -125 dB - 20 lOg1 0 W2 (4) 
= -133
 
where AL2 )ML is- the mass-law acceleration level in decibels
 
referenced to 1 g, SPL is the sound pressure level in
 
decibels referenced to 0.0002 pbar, and W2 is the cylinder
 
(2.4 lbf/ft2.
surface weight in lbf/ft2 
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2.1.3 Resonance Controlled Acoustic Acceptance
 
In order to calculate the resonant mode acoustic acceptance, 
it is convenient to consider three frequency regimes: 
Regime I where f > fc, Regime II where fr < f < fc, and 
Regime III where f < fr' 
Frequency Regime I (f > fc)
 
Following the Statistical Energy Analysis (SEA) approachY/
 
(see the Appendix), the resonant response of the cylinder
 
to an external acoustic field is determined from the
 
following power balance relation for the cylinder
 
0 = 2ifn 2 <E2>t + 2wfnAFn2[<E 2>/n2 - <El>/nI1 (5)
 
where f is the center frequency of the excitation frequency
 
band, n2 is the internal damping loss factor of the cylinder,
 
<E2>t is the time-average total vibrational energy of the
 
cylinder, naf is the acoustically fast (AF) cylinder
 
mode radiation loss factor which governs the cylinder
 
radiation above the coincidence frequency, <E1 % is the
t 

time-average total energy of the acoustic field, n2 is
 
the modal density of the cylinder, and n1 is the modal
 
density of the acoustic space.
 
In writing Eq. 5, it is assumed that the two ends of
 
the cylinder are sealed and that the power radiated by
 
the cylinder to the acoustic field inside the cylinder
 
is small compared wtih the power dissipated by the internal
 
damping of the cylinder.
 
The energy of the cylinder is related to the accelera­
tion by A h2<a>
 
<E2> 2 222 t (6)
 
2 (2lrf) 2
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where A2 is the cylinder surface area, and the energy
 
of the acoustic field is related to the acoustic pressure by
 
V1 
=
<E1> t Pc2 <Pl>s,t (7)
 
0 0 
where V1 is the volume of the acoustic field and p0 is
 
the density of air. The modal density of the cylinder
 
above the ring frequency is the same as the flat plate
 
modal density nfp given by
 
/3A 2 
n2 nfp h2c ' (8) 
and the acoustic modal density is
 
4'if 2V1
 
nI = c3 (9) 
C3
 
0
 
Combining Eqs. 6-9 with Eq. 5 yields the desired expression
 
for the resonance acoustic acceptance above coincidence
 
2>
2 _ 2 V ir P2Co AF (10) 
-2p
2 + 2 (0
 
<p> 2h(p2) Poe2 AF + 
or in terms of decibels
 
AL)= AL)wL + 30 dB + 10 log AF+ 2and
 
ML "~AF2
 
AL) -SPL = -103 dB + 10 log 11 A+ (11
 
The acoustically fast coupling loss factor AW-is equal toY4/
 
PocoAF 5.9 (12)
 
AF 27rfp 2h2 f (
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=
where 0AF 1 for acoustically fast modes as shown in
 
Fig. 3.5/ The internal loss factor n2 of the cylinder
 
must be determined empirically. For practical structures,
 
joint damping and other mechanisms often result in an
 
-2
internal loss factor of approximately 10-

The effects of the rings and longerons can be ignored
 
in calculating the resonance acoustic acceptance above
 
the coincidence frequency.
 
Frequency Regime II (fr < f < f c)
 
The equations developed in the previous section apply
 
also to this frequency regime except that the acoustically
 
fast mode radiation loss factor rAF and radiation efficiency
 
GAF must be replaced by the acoustically slow mode radiation
 
loss factor nAS and radiation efficiency aAS. Thus Eqs. 10-12
 
become
 
2
 
<a2>st 
 2 v3 P2°o hAS
 
t (P2h) 2 2 poc 2 'AS + n2
 <p2> 6
 
and
 
hAS 
 (4 
AL2 - SPL I = -103 dB + 10 log AS (14)2 "AS + 21 
-
0oao0 AS 5.9
 
TAS - -= (15) 
The acoustically slow radiation efficiency aAS is calculated
 
from Fig. 3 with
 
P2h2 0.01 (16)
 
A2
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where P2 is twice the length of the six longerons and the
 
two interior rings, plus the length of the two end rings.
 
To account for the fact that the cylinder panel boundary
 
conditions are clamped rather than simply-supported,
 
it is necessary to add 3 dB to the values in Fig. 3.
 
The calculated acoustically slow radiation efficiency
 
is plotted in Fig. 4. Notice that the longerons and
 
interior rings increase thepperimeter in Eq. 16 and thereby
 
increase the acoustically slow radiation efficiency according
 
to Fig. 3.
 
Frequency Regime IXX(f < f r)
 
Below the ring frequency, the curvature of the cylinder
 
is important. The curvature effects the modal density
 
and makes possible AF modes in addition to the AS modes
 
which occur below the coincidence frequency in a flat
 
plate. The AF and AS modes must be treated separately.
 
The modal density of the cylinder below the ring frequency
 
is calculated from Eq. 17.- /
 
v2 (i-u2)2 2 64 + 8262 +n
2 2 22 (17)
 
+ n)
 
where V = f/fr= f/1800 Hz , 
=- = 0.001, 6 = M = 0.78 m and 
2/3a - 2 
p = Poissons ratio = 1/3 , 
where m + 1 is the number of nodes in the axial direction
 
and n is one-half the number of nodes in the circumferential
 
direction. Equation 17 can be rewritten as
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2= (k + , (18) 
where
 
k(2 2 2 _2w=
 
2 ka + k a ­ axial wavenumber, and
 
k1 = 2-- = circumferential wavenumber
cA
 
Figure 5-/ shows a wavenumber plot of the modes below
 
the ring frequency. Each grid point represents two modes
 
and the grid spacing is T/Oa/Z in the axial direction
 
and /F in the circumferential direction. Shown on Fig. 5
 
are lines of constant resonance frequency v.
 
The solid heavy line divides the wavenumber plot into
 
membrane stress controlled modes governed by the first
 
term in Eqs. 17 and 18 and into bending stress controlled
 
modes governed by the last term in Eqs. 17 and 18,
 
Acoustically fast modes satisfy the condition that
 
their wavespeed CAF is greater than the-speed of sound Co,
 
CAF ' 'o (19)
 
The wavespeed c of a particular mode is given by Eq. 20
 
c= = o V6 (sin4 6 + r4 )1/2 (20)

k r
 
where r = /Fak and
 
-
O ="sin 1 ka/k
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and the boundary of AF Aaodes determined from Eqs. 19 and 20
 
is given by
 
2 Vc gc 4 sin46A (21)
rAF t 2v J 
where VC f /fr 4.6, is shown in Fig. 5.
 
The modal densities of AP and AS modes are determined
 
from Fig. 5 or more exactly by manipulation and numerical
 
integration of Eqs. 18 and 21.Y For simplicity the
 
results are given in Fig. 6. Below the ring frequency fr'
 
nt = nAS + nAF =nAS) since nA << nAS Approximate
 
expressions for nAS and nAF are given by Eqs. 22 and 23
 
respectively,
 
Uf/f2/3 V(14 " f < fr (22a) 
2 AA
 
< f <
nAS h2 c2 fr fc (22b)
 
0 f > fc (22c)
 
(ff) h2c2 , f < f (23a) 
< f <
nAF : 0 fr fc (23b)
 
13A2
h2c2 f > f 
 (230)
 
The effects of the stiffening rings and longerons in
 
this frequency regime have been previously studied.2' The
 
rings and longerons will have little effect on the modal
 
resonance frequencies and shapes when the spacing between
 
stiffeners is greater than one-half the vibration wavelength
 
-13­
Report 1997 Bolt Beranek and Newman Inc.
 
of a wave traveling perpendicular to the stiffener. Thus 
the rings have little effect when 
da _ 
da 2 ka 
or 
ka > da (24)
a d
 
where da is the ring spacing in the axial direction and
 
the longerons have little effect when
 
c
> c
 
or
 
k > (25)

C 
where d0 is the longeron spacing in the circumferential
 
direction.
 
The regions of importance oftthe rings and longerons are
 
shown in Fig. 5. In addition, it is intuitively plausible that
 
the rings and longerons will have little effect on the resonance
 
frequencies or mode shapes in the entire membrane controlled
 
region since the membrane controlled vibrations do not depend
 
on the cylinder thickness (see first term of Eq. 17). Therefore
 
Fig. 5 indicates that the effect of the stiffeners on the modal
 
vibration characteristics of the cylinder may be limited to the
 
effect of the rings on the AS modes with small axial wavenumbers
 
(Region 2). It should be pointed out that the rings and lon­
gerons do, however, increase the radiation efficiency of the
 
AS modes by increasing the radiating perimeter as discussed
 
in the last section.
 
The resonance acoustic acceptance of the AS and AF modes
 
below the ring frequency can now be calculated as in frequency
 
regime I except that the acoustically fast mode modal density
 
is given by Eq. 23 instead of Eq. 8. The results are
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2___ 2 ff f AF (26) 2 9r2o~ 

<P2> (P2h2 )2 2- Po2 hAr + n2
 
and
 
AL) - SPL = -110 - 20 log (ff1 + 10 log (27)AAF + n2
 
Similarly, the acoustic response of the AS modes below
 
the ring frequency is given by
 
<a2 > 2 c 2/32sp_p 2 r/w ' (f n 1 AS (28)2>2 2Co r + and 
<Th1>S't (P2h2) 2poC2 r AS +U 2 
AL)AS - SPL = -103 - 6.67 log (f) + 10 log AS (29)f1AS 
 + n2 
Notice that the radiation loss factor of the AF modes
 
below the ring frequency is the same as the AF modes
 
above coincidence and is given by Eq. 12. Similarly,
 
the radiation loss factor of the AS modes below the ring
 
frequency is the same as the AS modes above the ring
 
frequency and is given by Eq. 15 and Fig. 4.
 
The total acoustic acceptance below coincidence is
 
equal to the sum of the AF and AS acceptances. The relative
 
importance of the AF and AS cylinder modes below the
 
ring frequency depends on the relative magnitude of -AFI
 
HAS' and )2 as indicated in Eqs. 27 and 29. In several
 
previous studies of model cylinders, 1 0 ll/ the contributions
 
of the AF and AS modes below the ring frequency were of
 
the same order of magnitude.
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2.1.4 	 Measured Damping Loss Factor of Cylinder
 
Figure 7 shows measured values of the damping loss
 
factor n2 for the cylinder, The measurement technique
 
involved exciting radial motion of the cylinder using a
 
shaker driven with an octave band of noise, open-circuiting
 
the shaker coil to remove the excitation force, and measuring
 
the decay rate of the cylinder vibration. A Spencer-

Kennedy Decay Rate Meter Model 507 was used to implement
 
this procedure.
 
The damping values reported in Fig. 7 actually represent
 
the average of two decay-rate measurements on the cylinder
 
skin and two measurements on the longerons. The decay
 
rates measured on the skin and longerons were similar.
 
The dotted and the dashed lines in Fig. 7 represent damping
 
loss factor values measured with the exciting shaker
 
attached to a longeron. The dotted line data corresponds
 
to the case of no external damping applied to the cylinder,
 
and the dashed line data corresponds to the case of eight
 
strips of damping tape applied to each cylinder panel bay.
 
The solid line data in Fig. 7 represents damping values
 
measured.with the exciting shaker attached to the cylinder
 
skin and with eight strips of damping tape applied to each
 
cylinder panel bay.
 
2.1.5 	 Comparison of Measured and Calculated Cylinder Acoustic
 
Acceptances
 
Figures 8 and 9 show the calculated and measured values
 
of the cylinder acoustic acceptance, which is the ratio
 
of the cylinder skin acceleration response to the acoustic
 
pressure excitation. Figure 8 corresponds to the case of
 
no external damping applied to the cylinder and Fig. 9
 
corresponds to the case of eight strips of damping tape
 
applied to each cylinder panel bay.
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2.1Z5.1 Measured ResuZts 
The measured results in Figs. 8 and 9, represented by
 
the open dots, were obtained by placing the cylinder in a
 
room excited with a loudspeaker driven with octave-band noise,
 
measuring the octave-band acceleration response at six
 
positions on the cylinder skin, measuring the octave-band
 
sound pressure at many points in the room, and computing
 
the ratio of the octave-band space-time mean-square skin
 
acceleration to the space-time mean-square sound pressure.
 
2. 1. 5. 2 Calculated Results 
The theoretical values of the acoustic acceptance shown
 
in Figs. 8 and 9 were calculated using the analytical results
 
in Section 2.1.3 and the values of the cylinder damping
 
loss factor n2 given by the solid line in Fig. 7.
 
Region I (f > fc)
 
The calculated values for the 8000 and 16,000 Hz octave­
bands are calculated from Eq. 11 using nAF from Eq. 12.
 
Region II (fr < f < fc)
 
The calculated values for the 4000 Hz octave-band are
 
calculated from Eq. 14 using nAS from Eq. 15.
 
Region III (f < fr)
 
Two different calculations are made for this frequency
 
regime. In the first calculation the AS and AF modes
 
are assumed to be uncoupled. The response of the AF modes
 
are calculated from Eq. 27 using nAF from Eq. 12, and
 
the response of the AS modes are calculated from Eq. 29
 
using nAS from Eq. 15. The responses of the AS and AF
 
modes are summed yielding the prediction represented by
 
the solid line in Figs. 8 and 9.
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The second calculation is based on the premise that
 
the rings and longerons tend to couple the AF and AS
 
vibration modes of the cylinder below the ring frequency.
 
Below the ring frequency there are many AS modes, but
 
they are poorly coupled to the sound field. Conversely
 
there are few AF modes, but they are well coupled to the
 
sound field (Figs. 4 and 6). In the second calculation,
 
it is assumed that the AF modes receive the energy from
 
the sound field and then transmit the energy to the AS
 
modes until the modal energy of the AS modes equiparts
 
with the AF modal energy. The resulting cylinder vibration
 
level is calculated by utilizing the AF mode coupling
 
loss factor AF given by Eq. 12 in Eq. 29 in place of
 
AS and the result is represented by the dashed line in
 
Figs. 8 and 9.
 
2.Z.5.3 Agreement between Theory and Experiment
 
The agreement between the theoretical and measured
 
values of the cylinder acoustic acceptance is satisfactory
 
at frequencies above the ring frequency (Regimes I and II)
 
for both the undamped and damped cylinder, Figs. 8 and 9,
 
respectively.
 
In frequency regime III for the undamped cylinder
 
case (Fig. 8), the measured acoustic acceptance at the
 
ring frequency (approximately the 2000 Hz band) agrees
 
with the second calculation based on coupling between
 
AF and AS modes, whereas the measured value at 250 Hz
 
agrees with the AS mode calculation, and the measured
 
values for the 500 and 1000 Hz bands fall between the
 
AS and coupled mode calculations. These results seem
 
plausible on the basis that the 250 Hz octave-band includes
 
only about one AF mode, Fig. 6, and therefore this mode
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cannot transfer sufficient energy to all the AS modes to
 
result in the assumed energy equipartition. As one approaches
 
the ring frequency and the number of AF modes increases,
 
the AS modes approach equipartition with the AF modes
 
and the coupled mode model yields good results.
 
In frequency regime III for the damped cylinder case
 
(Fig. 9), the measured acoustic acceptance agrees well
 
with the first calculation method which assumes that
 
the AS and AF modes are uncoupled. The addition of the
 
damping tape apparently acts to decouple the AS and AF
 
modes. For simplicity, all remaining experiments described
 
herein were conducted with the damped cylinder configurations.
 
(The damped cylinder configuration with a loss factor of
 
-
approximately n2 = 10 2 is also more representative of
 
actual built-up aerospace vehicle sections.)
 
The measured values of the acoustic acceptance in the
 
125 Hz band lie far below the predicted values in both
 
Figs. 8 and 9. No explanation of this discrepancy between
 
theory and experiment is available. However, it-should be
 
noted that the resonance frequency of the first cylinder
 
vibration mode is at approximately 80 Hz and the "Statistical
 
Energy" theory is valid only at frequencies well above
 
the fundamental resonance frequency. In this case, the
 
theory is valid at frequencies greater than approximately
 
three times the fundamental resonance frequency of the
 
cylinder.
 
2.1.6. Linearity of Cylinder Response to Acoustic Excitation
 
One objective of this study was to investigate the feasi­
bility of utilizing mechanical shakers to simulate acoustic
 
excitation of a space vehicle or component. In these simulation
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tests the input to the mechanical shakers would be adjusted
 
so that the space-average vibration level on the vehicle
 
skin or component equals the vibration levels expected
 
with acoustic excitation. Thus in order to utilize mechanical
 
shaker simulation, it is necessary to be able to predict
 
the skin vibration response to an acoustic field on the
 
basis of either (1) semi-empirical prediction techniques,
 
(2) analytical considerations such as those discussed
 
in sections 2.1.2 and 2.1.3, or (3) low-level acoustic test
 
data. The use of low-level acoustic tests to determine
 
the acoustic acceptance would be valid only if the structural
 
response increases linearly as one increases the acoustic
 
pressure. In this section, the results of experiments
 
to determine the linearity of the cylinder response are
 
reported.
 
Figure 10 shows the undamped cylinder acoustic acceptance
 
measured with three different overall exterior sound pressure
 
levels: 80, 90, and 100 dB-. In these experiments, the
 
excitation was broadband noise with a flat one-third octave­
band pressure spectrum measured at a point near the cylinder
 
and the response was the one-third octave-band acceleration
 
level measured at one point on the cylinder. At frequencies
 
greater than 250 Hz, the data presented in Fig. 10 indicate
 
that the acoustic acceptance is essentially constant
 
as the sound pressure level is increased, i.e., the cylinder
 
response is linear. Investigation indicates that the
 
apparent nonlinearity reflected in the data of Fig. 10
 
at frequencies less than 250 Hz is actually caused by a
 
noise floor problem associated with the poor low-frequency
 
response of the low-sensitivity lightweight (2 gms) accel­
erometer used to measure the cylinder response.
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To check the linearity of the cylinder response at low
 
frequencies, a second series of experiments was conducted
 
using an accelerometer with high-sensitivity at the low
 
frequencies and the data from these experiments are shown
 
in Fig. 11. These data indicate that the cylinder response
 
is indeed linear at frequencies down to 50 Hz at the sound
 
pressure levels used in the test (80, 90, and 100 dB overall).
 
Unfortunately, the accelerometer with high-sensitivity at
 
low frequencies weighs 30 gms and results in mass loading
 
of the cylinder at high frequencies.
 
The frequency above which the accelerometer loads the
 
cylinder is calculated by equating the magnitude of the
 
cylinder skin point impedance to the accelerometer mass
 
impedance. Using the appropriate "infinite-plate impedance"
 
for the cylinder- 2/ the mass loading frequency is calculated
 
as
 
4 h2 = 2ifoMa or (30) 
vr3_P2h2c2= oa 
f = 1250HZ , 
where Ma is the heavy accelerometer mass. Above the loading
 
frequency fo' one expects a 6 dB/octave roll-off in the
 
measured response. Comparison of the data presented in
 
Figs, 10 and 11 confirms,the calculated mass loading
 
effect of the heavy accelerometer at frequencies above
 
1250 Hz. Equation 30 also indicates that the lightweight
 
(2 gm) accelerometers used throughout this research program
 
do not significantly mass-load the cylinder at frequencies
 
below approximately 18,000 Hz.
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2.2 	 Responses of Skin for Mechanical Excitation of the
 
Skin and of the Stiffeners
 
In this section the relative advantages of attaching
 
the mechanical shakers to the cylinder skin and to the
 
cylinder stiffeners are explored. The advantages explored
 
are of two types. The first advantage concerns the question
 
of which type of attachment results in the maximum cylinder
 
response for a given size shaker. The second advantage
 
concerns which type of attachment results in a more realistic
 
simulation of the response of the cylinder to acoustic
 
excitation.
 
2.2.1 Maximum Cylinder Skin Response to Mechanical Excitation
 
The maximum space-time mean-square acceleration response
 
which can be realized on the cylinder skin with two 25-lb
 
force shakers is calculated and measured. The results can
 
be used to determine the number, size, and optimum attachment
 
points of shakers used in a multi-shaker mechanical vibration
 
test of a full-scale aerospace component.
 
2.2. 1.Z Ratio of Cylinder Skin Acceleration to Driving
 
Point Acceleration
 
The time-average power <Pin>t into the cylindrical
 
structure from a shaker is
 
<Pt ReZ]<V2> , 	 (31) 
where ZL is the point force impedance at the driving point

L
of the structure and <V>2 t is the mean-square driving point
 
velocity. The time average power dissipated in the structure
 
<Pdiss>t is
 
diss>t = 2	 t
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where f is the excitation frequency, 1 is the internal loss
 
factor of the structure, M. is the structural mass, and
 
<V2>s is the space-time mean-square velocity of the
 
cylinder skin panels. Equating the power into the structure
 
to the power dissipated in the structure yields the following
 
expression for the ratio of the skin panel acceleration
 
<A2>s t to the driving point acceleration
 
2 s~2
 
_ 
<A2> Re[ZL(
 
2 2rt 2 (33)
<A2> 27f2M s 

o t 
When the shakers are attached to the longitudinal
 
stiffeners, the structural impedance ZL is assumed to be
 
that of an infinite beam1
3/
 
Z3 = 2P3 (2fK3c3) 1/2(+ i) or (34)
 
= 8.6f1/2 (1 + i) slugs/sec
 
where P3 is the mass per unit length of the beam, K3 is
 
the bending radius of gyration of the beam, and c3 is the
 
speed of compressional waves of the beam. When the shakers
 
are attached to the skin panels, the relevant structural
 
impedance is the impedance of an infinite plate (see left­
hand side of Eq. 30)
 
Z2 = 16.3 slugs/sec (35)
 
Figure 12 presents the theoretical values of the ratio
 
of the skin acceleration to the driving point acceleration
 
calculated from Eq. 33 for the cases of stiffener and skin
 
excitation. Figure 12 also presents measured values of
 
the acceleration ratio. Two shakers were used in each of
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the experiments in order to obtain a spatially uniform accel­
eration response on the cylinder. However, the measured
 
acceleration response was divided by 2 in order to obtain
 
the ratio of skin acceleration to driving point acceleration
 
for a single shaker.
 
In evaluating Eq. 33 the cylinder mass was interpreted
 
as the total mass of the cylinder skin panels and stiffeners.
 
Figure 12 indicates that for a given driving point accelera­
tion, the power input to the structure is 10-15 dB larger
 
when the shaker is attached to a stiffener than when the
 
shaker is attached to the skin. Thus, if a very large shaker
 
is utilized so that the driving point acceleration is
 
fixed by the shaker stroke or the inertia of the shaker
 
armature rather than by the input impedance of the structure,
 
then maximum power input would be realized by attaching
 
the shaker to the stiffeners.
 
2.2.1.2 	Ratio of Driving Point Acceleration to Free
 
Acceleration of the Shaker
 
The driving point acceleration depends on the charac­
teristics of both the load and the shaker. The load may
 
be characterized by its impedance ZL, and the shaker2may

be characterized by its mean-square free velocity <Vf>t and
 
its driving point mechanical impedance Z.. The ratio of
 
the driving point acceleration to the shaker free acceleration
 
is
 
<A0>t - Zs12 2 (36)
 
1Z + ZL 2
 <Ar>t 

The input force impedance of the shaker Z. should be
 
measured at the shaker head with the shaker coil shorted
 
or, better yet, with the shaker attached to the power
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amplifier and the input terminals to the power amplifier
 
shorted. For the purpose of calculation, we have represented
 
the input impedance of the Ling V50 1K 1 shakers used
 
in our experiments as simply the calculated inertia of
 
the shaker armature
 
Z8 = 2 f M or (37)
 
= i 0.04 f slugs/sec
 
Equation 37 neglects the effect of the electrical mechanical
 
coupling on the shaker impedance.
 
The ratio of the driving point acceleration to shaker
 
free acceleration calculated from Eq. 36 is plotted in
 
Fig. 13 for stiffener and skin excitation. The values of
 
the ratio of driving point to free acceleration measured
 
with fixed power amplifier and input levels are also presented
 
in Fig. 13. The measured values of the ratio agree satis­
factorily with the theoretical values for the case of skin
 
excitation but do not agree for the case of stiffener
 
excitation. Measurements of the magnitude of the input
 
shaker impedance with the power amplifier input terminals
 
shorted indicate that the impedance varies considerably
 
from the value given in Eq. 37 at frequencies above 2000 Hz.
 
Qualitative considerations indicate that use of the measured
 
*shaker impedance values in Eq. 36 would alleviate the large
 
discrepancies between theory and measurements shown in
 
Fig. 13 in the 2000, 4000, 8000, and 16,000 Hz bands.
 
The power input to the structure from the shaker is
 
related to the shaker and load impedances and the free
 
velocity of the shaker by
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Is 2 
Z I 1-z51 2 (38)<PIN>t RB e L Zs + ZLI2 2 t 3 (38) 
or alternatively, to the shaker blocked force, defined as
 
the force generated by the shaker when the armature velocity
 
is blocked
 
<-IN>t ReZL] <F k>t (39)
 
since
 
<F2 >
bkt zs 2 (40)
 
Dividing the impedances on the right-hand side of Eq. 39
 
into the real and imaginary parts and differentiating the
 
time-average power input with respect to the real part
 
of the load impedance and with respect to the imaginary
 
part of the load impedance, it can be shown that the
 
power input is a maximum when the magnitude of the load
 
impedance is equal to the magnitude of the shaker impedance.
 
For a fixed shaker blocked force, the calculated maximum
 
power input occurs at a frequency of approximately 400 Hz
 
for skin excitation and at a frequency of approximately
 
10,000 Hz for stiffener excitation with the 25 lb force
 
shakers used in these experiments.
 
2.2.1.3 Maximum Obtainable Levels with Two 25-Zb Force Shakers
 
The Ling V 50 DE 1 shakers used in these .experimetns
 
are rated at 25 peak pounds force or 17 rms pounds force.
 
Using Eq. 37 and 40, we calculate a maximum free accelera­
tion of approximately 90 g's rms for these shakers. Fig. 14
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shows the measured free shaker acceleration of a Ling V MK 1
 
shaker driven with the maximum permissible current (approxi­
mately 3 amps rms) in octave bands.
 
Combining the data presented in Fig. 14 with that
 
presented in Figs. 12 and 13 yields in Fig. 15 the maximum
 
expected space-time mean-square skin acceleration levels
 
for octave band excitation with one 25-lb force shaker.
 
Maximum skin acceleration levels range from approximately
 
3-10 g's rms for the octave bands with center frequencies
 
between 250 and 8000 Hz. The results of sine-sweep experi­
ments indicate that skin panels of the cylindrical structure
 
do not exhibit any vibration modes in the 125 Hz octave
 
band. The absence of modes in the 125 Hz band probably
 
accounts for the low maximum obtainable acceleration response
 
in this frequency band. The Ling V 50 MK 1 shaker exhibits
 
its first structural resonance at approximately 5000 Hz
 
and, therefore, the maximum obtainable acceleration levels
 
roll off at the high frequencies. It is interesting to
 
note that in the low frequency regime, below approximately
 
1000 Hz, the maximum levels are obtained with the shakers
 
connected to the cylinder skin; whereas in the high-frequency
 
regime, above 2000 Hz, the maximum levels are obtained
 
with the shakers connected to the stiffeners. These results
 
are in 	qualitative agreement with the fact that the shaker
 
impedance matches the skin panel impedance at approximately'
 
400 Hz and matches the stiffener impedance at approximately
 
10,000 Hi.
 
2.2.2 	Ratio of Stiffener Acceleration to Cylinder Skin
 
Acceleration
 
2.2.2.1 Theory for Skin Excitation
 
The ratio of stiffener acceleration to skin acceleration
 
can be predicted using a two element Statistical Energy
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Analysis model (see Appendix). Let element (2) represent
 
the acoustically excited skin and element (3) represent
 
the stiffeners which are excited only via their coupling
 
to the skin. Writing a power balance equation for element (3)
 
yields the following relation for the ratios of the space­
time mean-square stiffener acceleration to cylinder skin
 
acceleration
 
2 s,>_____M2N U32
<A N 

<A> M3N2 32 + 3 
where M2 is the total mass of the cylinder skin, M3 is
 
the total mass of the stiffeners, N2 is the modal density
 
of the cylinder, N3 is the modal density of the stiffeners,
 
132 is the coupling loss factor fromthe stiffeners to
 
the skin, and n3 is the internal loss factor of the stiff­
eners.
 
If we conduct a hypothetical experiment in which we
 
attach a shaker to a stiffener attached to the skin, excite
 
the stiffener, remove the excitation and monitor the stiff­
ener vibration decay, we would intuitively expect the
 
stiffener decay to be dominated by the rate of energy
 
flow from the stiffener to the skin rather than by the
 
rate of energy dissipation in the stiffener. Therefore,
 
we assume that coupling loss factor from the stiffeners
 
to the skin is much greater than the internal dissipation
 
loss factor of the stiffeners (n32 >> 3), and thus Eq. 41
 
becomes very simple.
 
The modal density of the skin N2 is given by Eq. 22a, b,
 
and 23c and the modal density of the stiffeners is given by-

L3
 
N3 3 1/2 (42)
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where L3 is the total length of stiffeners (rings and
 
longerons), K3 is the bending radius of gyration of the
 
stiffeners, and c3 is the longitudinal wave speed in
 
the stiffeners.
 
The predicted ratios of cylinder to stiffener acceleration
 
for skin excitation given by Eq. 41 with 32 >> n3 are
 
shown in Fig. 16 as the solid curve.
 
2.2.2.2 Theory for Stiffener Excitation
 
The ratio of stiffener acceleration to skin acceleration
 
for the case of stiffener excitation is calculated by
 
writing the Statistical Energy Analysis power balance
 
equation for the unexcited skin system (see Appendix)
 
yielding
 N3 
2 n32) <A2 >s t -M2 (n2 +M3 (4t2

2 s t
 
The coupling loss factor n32 from stiffeners to the
 
cylinder skin is taken to be the coupling loss factor
 
from a beam to a flat panel given by15/
 
2p 2h2 3/2 Fco 1/2 (44)
32 P3 
 f
 
The predicted ratios of cylinder to stiffener acceleration
 
for stiffener excitation given by Eq. 43 with n32 calculated
 
from Eq. 44 and with the measured values of n2 from Fig. 7
 
are shown in Fig. 16 as a dashed curve.
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2.2.2.3 	Measured VaZues of the Ratio of Skin to Stiffener
 
Acceleration
 
The measured values of the ratio of the space-time mean­
square skin acceleration to space-time mean-square stiffener
 
acceleration are also plotted in Fig. 16 for three different
 
types of excitation. The acceleration ratio data obtained
 
with: (1) acoustic excitation are represented by triangels,
 
(2) mechanical excitation of the skin are represented by
 
squares, and (3) mechanical excitation of the stiffeners
 
are represented by circles. Figure 16 indicates that
 
the data for skin and stiffener excitation agree satisfac­
torily with the respective theories. The data also indicate
 
that attachment of the shakers to the skin more nearly
 
simulates the skin to stringer acceleration ratio in the
 
acoustic excitation case than does the attachment of the
 
shakers to the stiffeners.
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3.0 RESPONSE OF BOX MOUNTED TO STIFFENERS INSIDE CYLINDER
 
This chapter describes a study of the vibration trans­
mission from the rings to the box (Fig. 1) when the cylinder
 
is excited mechanically with three small shakers and acousti­
cally with a reverberant sound field. Calculated values
 
of the vibration transfer function from the ring to the
 
box are compared with measured values in the shaker and
 
acoustic excitation experiments. In the shaker and acoustic
 
excitation experiments, the ends of the cylinder were
 
sealed and the cylinder was lined with acoustic absorption
 
material to reduce the acoustic levels inside the cylinder
 
so that the box vibration levels are governed by the
 
vibration transmitted from the rings to the box.
 
In addition, the response of the box to only direct
 
acoustic excitation was studied analytically and experi­
mentally. In the latter experiments, the acoustic liner
 
was removed and the box was suspended free of the rings
 
so that the cylinder interior acoustic field was the only
 
source of excitation for the box.
 
3.1 Vibration Transmission from Rings to Box
 
In the following, the power input to the box is examined
 
for both a point velocity and a point force source, and
 
the results are used to calculate the vibration transmission
 
from the rings to the box.
 
3.1.1 	 Frequency Average Power Input to a Finite Plate from
 
a Point Velocity Source
 
Let f (f) and vo (f) be the force and velocity at the
 
drive point at frequency f; then the time average power
 
input <P(f)>t to the finite plate at frequency f is
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<P(f)>t = <f (f)Vo(f)>t > (45)
 
and since the complex force FO(f) and velocity Vo(f) at
 
the drive point are related to the impedance of the finite
 
plate Z(f) at frequency f by
 
FoMf) = Zo(f)Vo(f) , (46) 
it can be shown that
 
<P(f)>t = Ro(f)<v2(f)>t' (47)
 
where Ro(f) is the real part of the impedance of the finite
 
plate. Now averaging over a frequency band
 
<P(f)> =<R0Cf)<v2(f)>r (48)
t,r tf 
Now for a velocity source the value of <v0 (f)>t is independent
 
of the load impedance so (48) reduces to
 
<P(f)> = <R (f)>f<v2(f)>t, (49) 
If we consider an average excitation point on the finite
 
plate, the frequency average resistance <Ro(f)>f of the
 
finite plate is equal to the infinite plate resistance
 
R. of the form of the left-hand side of Eq. 30, so Eq. 49
 
becomes
 
<P(f)>t R.<v2(f)>t (50)
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3.1.2 	 Frequency Average Power Input to a Finite Plate from
 
a Point Force Source
 
From Eqs. 45 and 46 it can be shown that the time average
 
power input to a finite plate from a point force at frequency
 
f is also given by
 
<P(f)>t = G (f)<f2 (f)>t (51) 
t (51) 
- 1
where G (f) is the real part of the point admittance Z
0 	 0 
of the 	finite plate.
 
For a force source the value of <f2(f)> is independent
 
of the load admittance so that replacing the frequency
 
average value of the finite plate conductance <Go>f by
 
the conductance G = R 1 of an equivalent infinite plate
 
yields for the frequency averaged value of power input
 
<P(f)> = <(f)>tf 	 (52) 
We now consider the velocity at the force source driving
 
point of the finite plate to consist of a direct field of
 
complex amplitude Vd and a reverberant field of complex
 
amplitude Vr
. 
The direct field is defined as the velocity
 
that would result if the driving force were applied to
 
an infinite plate; and the reverberant field is the dif­
ference between the direct field and the actual velocity
 
field on the finite plate. (The reverberant field may be
 
thought of as consisting of the reflections of the direct
 
field waves off the edges of the finite plate.) Thus we
 
have
 
Vo Vd + Vr 	 (5)
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where Vd = GwF o (54)
 
Squaring Eq. 53 and taking the time and frequency average
 
yields
 
<v2>t <v2>t + 2<vV + <v> (55)a f't d f't a r'r,t r f,t
 
If the frequency band over which we average contains many
 
resonant plate modes the frequency average correlation
 
between the direct and reverberant field is zero so that
 
Eq. 55 becomes
 
<v2> =<v>, + <v2>f~ (56)
 
Combining Eqs. 9, 10, and 12 yields
 
tPf t'
)> ~ 
<F()> [<v2>t, <v, (57 
The time-average power dissipated in the finite plate is
 
<diss f)t,f= 0 r t,f
 CM> 27f 2>m<v> (58)
 
where f is the center frequency of the frequency band,
o 
q is the damping loss factor and m is the plate mass.
 
It can be shown that the infinite plate conductance G.,
 
finite plate modal density N, and finite plate mass are
 
16/

related by­
2 m (59)
 
Equating the power input (Eq. 50) to the power dissipated
 
(Eq. 58) and using Eq. 59 yields the following expression
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for the ratio of plate reverberant velocity to driving
 
point velocity
 
<v2>
 
<v2> +10
 
o t,f
 
and the following expression for the power input in terms
 
of the driving point velocity
 
_ R <. (f)>t (61)
 
t~f M + 1 W tf
 
where M is the plate modal overlap index given by M = (7nf)N.
 
Comparison of Eq. 61 with Eq. 50 indicates that the
 
frequency average power input for a given value of frequency
 
average driving point velocity is lower for a force source
 
than for a velocity source at low frequencies where the
 
modal overlap is less than unity. Similarly comparing
 
Eq. 60 with the corresponding relation for a velocity
 
source
 
v2>
 
r t = 1 (62) 
2v>~ M 
0 t,f 
indicates that the ratio of reverberant velocity to driving 
point velocity is smaller at low frequencies for a force 
source than for a velocity source. 
3.1.3 Measured Damping Loss Factors of Box
 
Figure 17 shows measured values of the total damping
 
loss factor n4 of the box. The loss factor was measured
 
using a decay-rate meter. The measurement involves supporting
 
the box with rubber pads under three attachment bolts and
 
with a small shaker under the fourth bolt. The shaker
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is excited with an octave band of noise, the excitation
 
is terminated and the decay rate of the box vibration
 
is observed.
 
3.1.4 Vibration Transmission Calculation and Data
 
If we assume that the load impedance presented by the
 
box is essentially that of a rigid mass at low frequencies
 
and assign 1/4 of the total box mass to each driving point,
 
the appropriate load impedance is
 
ZL = if slugs/sec , (63) 
which is larger than the source impedance presented- by
 
the rings, Eq. 34, at frequencies above 144 Hz. Assuming
 
therefore that for Z. ZL the force source calculation
 
is applicable, we have from Eq. 60 noting that the accel­
eration and velocity ratios are equal and including four
 
drive points
 
2>
 4(64)
 
<2> M + 1
 
which is plotted in Fig. 18 with the box modal overlap M
 
calculated using the measured values of the box damping
 
loss factor shown in Fig. 17.
 
Also plotted in Fig. 18 are the measured values of the
 
ratio of space-time mean-square box acceleration to time
 
mean-square acceleration of the ring attachment points
 
for both acoustic and mechanical excitation of the cylinder.
 
The vibration ratio is approximately 2-3 dB higher for
 
acoustic excitation than it is for mechanical excitation.
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3.2 Direct Acoustic Excitation of Box
 
For completeness the response of the box to the interior
 
acoustic field was also calculated and measured. If we
 
model the box-as a flat plate with the same thickness
 
as the box walls and the same surface area as the box,
 
the ratio of the space-time mean-square acceleration of
 
the box to the space-time mean-square pressure inside
 
the cylinder is given by (see Eqs. 10 or 13)
 
<A2>
 
As,__t 2 1v rP4 o nrad (65)
 
<P>s,t (P4h4)2 2 poc 4 (nrad +
 
where p0 is the acoustic density, co is the speed of sound,
 
nrad is the box radiation loss factor, and n4 is the box
 
internal loss factor which has been measured and presented
 
in Fig. 17.
 
For the 1/16 ft thick steel box, the first factor on
 
the right-hand side of Eq. 65 (the mass law response) is
 
-133 dB. The second term on the right-hand side, which
 
represents the response that must be added to the mass
 
law response to calculate the upper bound resonant response
 
is +30 dB.
 
Thus Eq. 65 becomes
 
Urad (6 
AL4 - SPL 5 = -103 dB + 10 log rad+ (66)5 r~~~rad + T4 
where the AL4 is in dB re 1 g and the SPL5 is in dB re 0.0002
 
pbar. The radiation loss factor is related to the radiation
 
efficiency a by
 
Poco 6 
nrad a a(67)
-2 

= wrad2rfP4h4
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The radiation efficiency may be taken from Fig. 3
 
with P4h4/A 4 = 0.01 and f, = 8000 Hz. Figure 19 shows
 
a comparison between the measured values of the box acoustic
 
acceptance and the values calculated from Eq. 66. In
 
this experiment, the box was suspended free of the cylinder,
 
the cylinder ends were sealed, and the cylinder was excited
 
with an exterior sound field. The acoustic pressure inside
 
the cylinder was measured at three positions on the axis
 
of the cylinder and the three measurements were averaged.
 
The agreement between calculated and measured values shown
 
in Fig. 19 is satisfactory except in the 125 Hz band.
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4.0 RESPONSE OF CYLINDER INTERIOR ACOUSTIC FIELD
 
4.1 Radiation from Skin to Cylinder Interior
 
4.1.1 	 meas'urements with Acoustic and Mechanical Excitation
 
Two experiments were conducted with the ring-stringer
 
stiffened cylinder shown in Figs. 1 and 2. In each experi­
ment the cylinder was positioned on the floor of a rever­
berant room, and the top of the cylinder was covered wtih
 
1-in. thick plaster board. The cracks around the top and
 
bottom of the cylinder were filled with clay so that a
 
good acoustic seal was obtained.
 
In the first experiment, the cylinder was excited with
 
a reverberant sound field generated by placing a speaker
 
in the reverberant room. The experiments were conducted
 
with octave-band noise excitation for the octave bands
 
with center frequencies ranging from 125 Hz to 16,000 Hz.
 
The space-time mean-square acceleration of the cylinder
 
skin was computed from measurements of the mean-square
 
acceleration at a single point on each of six of the cylinder
 
panel bays. Similarly the space-time mean-square acoustic
 
pressure inside the cylinder was computed from measurements
 
of the octave-band mean-square pressure at each of five
 
points. The ratio of the interior acoustic pressure to
 
the skin acceleration computed from these measurements
 
is shown as a function of octave band center frequency
 
in Fig. 20. The sound pressure data is given in terms
 
of dB re 0.0002 pbar and the acceleration data is given
 
in terms of dB re 1 g.
 
In the second experiment the cylinder was excited with
 
three mechanical shakers attached to alternate stringers.
 
Again the shakers were excited with octave bands of noise.
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The space-time mean-square interior acoustic pressure and
 
the space-time mean-square skin acceleration were measured
 
as in the first experiment, and the ratios of the interior
 
sound pressure to the skin acceleration in octave bands
 
are also shown in Fig. 20. The measured ratios of interior
 
sound pressure to skin acceleration are very nearly the
 
same in all octave bands from 125 Hz to 16,000 Hz for
 
both acoustic and shaker excitation.
 
The experimental data presented in Fig. 20 indicate that
 
the scheme of using mechanical shakers as a substitute
 
for acoustic excitation of an aerospace vehicle is extremely
 
promising, since in the experiment simulation of the skin
 
vibration also resulted in a very close simulation of the
 
interior acoustic environment. One would expect the
 
similarity between the acoustic excitation and the mechanical
 
excitation results to apply equally well to a cylinder
 
with less damping since the vibration response of a lightly
 
damped cylinder is governed by resonant motion of the skin
 
and the resonant motion is insensitive to the means of
 
excitation. If the damping of the cylinder were increased
 
so that the skin vibration were governed by nonresonant
 
skin motion, one~might expect some differences in the
 
acoustic and shaker excitation results. However, the
 
damping of the present cylinder (see Fig. 7) is typical
 
of aerospace structures. It would be very difficult to
 
further increase the damping of our experimental cylinder
 
without increasing the skin surface weight, since each
 
panel bay of the cylinder already has eight strips of
 
damping tape.
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4.1.2 Theory for Resonant Skin Motion
 
Theoretical values of the ratio of interior sound
 
pressure to skin acceleration calculated assuming resonant
 
skin motion are also shown in Fig. 20. These values are
 
based upon the following analysis. The time-average power
 
radiated <Prad>t to the cylinder interior by the cylinder
 
skin is given by
 
<Prad>t =Rrad<V2>s,t , (68)
 
where Rraa is the radiation resistance of the cylinder

2

and <v2>st is the space-time mean-square velocity of the
 
cylinder skin. The time-average power dissipated <Pdiss>t
 
in the interior acoustic space is given by
 
<Pdiss>t = 2irf 0n5E5 , (69) 
where fo is the octave band center frequency, n5 is the
 
total loss factor of the interior acoustic space, and E5
 
is the mean-square acoustic energy in the cylinder interior.
 
The radiation resistance is given by
 
Rrad = ,oCoA2 (70) 
where p0 is the acoustic density, co is the speed sound,
 
A2 is the total cylinder surface area, and a is the average
 
modal radiation efficiency given by
 
= nAF'AF + nASOAS (71)
n + nAS
 
where nAF and nAS are the modal densities of the acoustically
 
fast and slow cylinder modes respectivley, and aAF and
 
aAS are the radiation efficiencies of the acoustically
 
fast and slow modes respectivley. The average modal radiation
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efficiency E is calculated from the radiation efficiencies
 
and modal densities given in Figs. 4 and 6 and is plotted
 
in Fig. 21. Note the peaks in the average modal radiation
 
efficiency at the ring frequency and the coincidence
 
frequency. The mean-square acousticaly energy in the
 
interior space is given by
 
E5 P2V5 <52 s't (72)

PoCo
 
0 0 
where V is the interior volume of the cylinder and <p 2>
5 5 s,t
 
is the space-time mean-square pressure in the cylinder.
 
The total interior loss factor of the acoustic space is
 
given by
 
coA2a
 
T1 CA20'(73) 
where a is the effective absorption coefficient of the
 
cylinder interior which may be related to the reverberation
 
time TR of the cylinder interior by
 
17.6rV5
 
= oA2TR (4
 
Figure 22 shows values of the cylinder interior acoustic
 
space absorption coefficient a computed from measurements
 
of the interior acoustic space reverberation time TR in
 
the decay-rate experiments.
 
Finally, combining Eqs. 68-73 yields the desired expres­
sion for the ratio of thp cylinder interior pressure to
 
the skin acceleration
 
2 (Pc2­
< t = (P°C°)2c(75)
<a2 t
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The theoretical values of the pressure to acceleration
 
ratio computed from Eq. 75 agree well with the measured
 
values of the ratio for acoustic and shaker excitation
 
as shown in Fig. 20.
 
4.2 Noise Reduction of the Cylinder
 
In the first experiment, in which the cylinder was
 
excited with a reverberant sound field, the noise reduction
 
of the cylinder was also measured. The space-time mean-square
 
sound pressure in the reverberant room was measured with
 
a microphone mounted on a rotating boom. The noise reduc­
tion of the cylinder, defined as the ratio of the space­
time mean-square sound pressure in the reverberant room
 
to the sound pressure inside the cylinder expressed in
 
decibels was measured with octave band excitation for
 
center frequencies ranging from 125 Hz to 16,000 Hz and
 
is presented in Fig. 23.
 
Figure 23 also presents theoretical values of the noise
 
reduction computed according to the following analysis.
 
The ratio of the space-time mean-square pressure in the
 
reverberant room to the space-time mean-square pressure
 
in the cylinder is given by 7/
 
2 
/T (76) 
<P5>s t 
+ 8f 2C2T228fh2c~n2 
where T is the field incidence mass law transmission 
coefficient, B is a factor which accounts for the effect 
of curvature on the modal density below the ring frequency, 
h2 is the thickness of the cylinder skin, c2 is the speed
 
of compressional waves in the cylinder skin, and n2 is
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the damping loss factor of the cylinder skin. The numerator
 
in Eq. 76 represents the mass law noise reduction of the
 
cylinder, and the second term in the denominator represents
 
the reduction in the mass law noise reduction which results
 
from resonant cylinder mode sound transmission. The mass
 
-
law field incidence transmission coefficient T is given by

2poco 2 
=(i P ) (77) 
The factor B is given by
 
(flfr)2/3 f£< fr
 
B (78)
 
f> f
 
where fr is the ring frequency.
 
Using the measured values of the absorption coefficient a
 
shown in Fig. 22 the computed values of the average radiation
 
efficiency shown in Fig. 21, the calculated values of
 
the mass law field incidence coefficient given by Eq. 77,
 
and the calculated values of B given by Eq. 78; the theoreti­
cal value of the noise reduction computed according to
 
Eq. 76 is shown in Fig. 23. The agreement between theoretical
 
and experimental values in Fig. 23 is good %t frequencies
 
of 1000 Hz and above. This frequency rangs ,j,-tod 3n
 
octave below the ring frequency and an octave above 'he
 
coincidence frequency of the cylinder. In th low frequency
 
regime, 125 to 500 Hz, the theoretical caict3atjon severely
 
underestimates the measured noise reductior or the cylinder.
 
An explanation of this is not available at this time,
 
however, the theory represented by Eq. 76 does not take
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into account the stiffness controlled motion of the interior
 
acoustic space, and this effect can be very important in
 
the low frequency regime.1 9/
 
In the first series of experiments conducted with
 
acoustic excitation of the cylinder the crack at the base
 
and top of the cylinder was not sealed with putty. In
 
these experiments it was noted that the interior sound
 
pressure levels were 10 to 15 dB higher than those predicted.
 
After a good deal of agonizing scrutinization of the data,
 
it was suggested to-the author that the sound may be leaking
 
-into the interior -ofthe cylinder through the (very small) 
cracks-at the top and bottom of the cylinder, so putty 
was then applied to seal the cylinder. After the cracks 
at the top and bottom were sealed, the experimental data 
with acoustic excitation coincided with the results of 
the shaker excitation experiments and the theoretical 
predictions. The moral of this experience is that even 
a small crack may significantly degrade the noise reduction 
of a cylindrical structure. The estimated ratio of the ­
open crack area to the total surface area of the cylinder 
was somewhere in the neighborhood of 1/1000. Therefore, 
it is possible that the poise reduction of a section of 
an aerospace vehicle which is vented to the exterior atmos­
phere may be dominated by'-acoustic transmission through 
the vents.
 
4.3 	 Comparisoit of Acoustical and Mechanical Transmission
 
Paths for Box Response
 
It is interesting to inquire whether the box mounted
 
to the stiffeners inside the cylinder is excited primarily
 
by the mechanical path involving vibration transmission
 
through the box and ring interface or by the acoustic
 
-45--­
Report 1997 Bolt Beranek and Newman Inc.
 
path involving direct acoustic excitation of the box by
 
the interior acoustic field. In a previous study of the
 
vibration response of a spacecraft enclosed in a shroud
 
exposed to acoustic excitation,2Q it was found that the
 
acoustic transmission path controlled the spacecraft
 
response at low frequencies and the mechanical path controlled
 
at high frequencies.
 
The box acceleration resulting from only the mechanical
 
path when the cylinder is exposed to an exterior sound
 
field is found by combining the results of Figs. 9, 16,
 
and 18; and the box acceleration resulting from only the
 
acoustic path when the sealed cylinder is exposed to an
 
exterior sound field is found by combining the results
 
of Figs. 23 and 19. Figure 24 shows the ratio of measured
 
box acceleration to exterior acoustic field pressure for
 
the mechanical and acoustical paths. For the stiffener
 
mounted box, the acoustical and mechanical paths are
 
equally important in the low frequency regime, but the
 
mechanical path dominates at high frequencies.
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5.0 	 DESIGN OF A CONCEPTUAL SPIALL SHAKER TEST OF A SPACE
 
VEHICLE COMPONENT
 
In order to investigate the feasibility of utilizing
 
small shakers attached directly to the skin of a space
 
vehicle to simulate the vibration response of space vehicle
 
components to liftoff acoustic and inflight aerodynamic
 
loads, we herein design a conceptual small shaker vibration
 
test of a typical skin-mounted panel (panel #1) on the
 
S-IVB Dry Workshop Forward Skirt.
 
The panel and mounting configuration are shown in'
 
Fig. 25. We calculate the acceleration response at a typical
 
position on the honeycomb panel, when the S-IVB Forward
 
Skirt skin is excited radially with a small shaker delivering
 
25 lb rms of force with a flat frequency spectrum from
 
20-2000 Hz (0.3 lb2/Hz).
 
In order to perform the calculation we choose the
 
idealized model shown in Fig. 26. The honeycomb panel
 
is assumed to be mounted on a homogeneous flat panel 84 in.
 
on each side. The mass surface density and radius of
 
gyration of the homogeneous panel are calculated from the
 
actual skin (1A) and stringer (1B) configuration. The
 
panel is assumed to have a damping loss factor of
 
n 1/100 (Q = 100). The honeycomb panel is again modeled
 
as a second homogeneous panel 42 in. in each side and
 
with a surface density and radius of gyration calculated
 
for the actual honeycomb panel. It is assumed that the
 
response point on the honeycomb panel is loaded by a
 
component weighting m = 1 lb.
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The procedure is to calculate: (1) the time-average
 
mechanical power <P1>t input to plate 1 by the shaker,
 
(2) the time-space average acceleration <a2>s,t of plate-1,
2 l, 
(3) the time-space average acceleration <a2>st of plate 2,
 
and (4) the time-average acceleration <a2>t at the mass­thet 
loaded point.
 
5.1 Mechanical Power Input
 
The mechanical power-input is calculated by assuming
 
that plate 1 is infinite. The power input is then
 
<P1>t = <F2>tGl 
 (79)
 
where <F2>t is the mean-square shaker force and G. is the
 
infinite plate point conductance given by
 
G1 = [8PlClIl ]-l (80)
 
where p, is the surface density of plate 1, cI is the speed
 
of longitudinal waves in plate 1 (cI = 17,000 ft/sec in
 
aluminum), and K1 is the radius of gyration of plate 1.
 
5.2 Space-Time Average Response of Plate 1
 
The response of plate 1 is calculated by equating the
 
power into plate 1, Eq. 79, to the power dissipated in
 
plate 1
 
<P >s (81)<P1t 
l>t <diss>t = 2 f 
where n, is the damping loss factor of plate 1, A1 is the
 
area of plate 1, and f is the frequency.
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5.3 Space-Time Average Response of Plate 2
 
The response of plate 2 is calculated by assuming that,
 
since plate 2 is very intimately coupled to plate 1 (for
 
the moment we ignore the rubber isolator strips), the
 
average modal energy e2 of plate 2 equates with the average
 
modal energy 01 of plate 1
 
61 = 02 (82)
 
The modal energy of plate 1 is,defined as
 
611Al)<a2>
(p
 21 s t (83)
 
(2if) N1
 
where N1 is the modal density of plate 1 defined by
 
A
 
N1 = 2Kl1eI , (84)
 
and the modal energy of plate 2 is defined similarly.
 
5.4 Time-Average Response of Mass-Loaded Point
 
The acceleration of the mass-loaded point is calculated
 
from
 
R2 2
<a2>t
2 R2 2 (85)<a >t + i2gfm 
2 Q+'Vfi
 
where m is the point mass load and R2 is the infinite pqint
 
resistance of plate 2 given by
 
R2 = 8p2 C2K 2 (86) 
Combining Eqs. 79-86 yields an expression for the ratio of
 
the acceleration spectral'density of the loaded panel Wao(f)
 
to the force spectral density of the shaker WF(f)
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f 2K2 2 2
Wao(f) 

W-TF 4lPlP21Aic2c SP2 c2K 2 + 12fm ' (87)
 
or putting in the numbers from Fig. 26 yields
 
Wao(f) 4(f/1000) [-22 (88)
 
WF)1- 1 + if/100012 [lb8g)
 
The attainable acceleration spectral density on panel #1
 
with WF(f) = 0.3 lb2/Hz (one 25 lb rms force shaker with
 
a flat spectrum from 20-2000 Hz) is calculated from Eq. 88
 
and plotted on Fig. 27 which also shows the various quali­
fication vibration test specifications for this type of
 
component.- 1/ The calculated attainable acceleration
 
levels are comparable with the test specifications over
 
the frequency range 20-2000 Hz. Note, however, that no
 
isolation between the forward skirt longerons and panel #1
 
has been assumed in this analysis. The calculated attainable
 
levels should be reduced by an amount equal to the insertion
 
loss of the rubber strip isolators actually used in the
 
mounting of panel #1.
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APPENDIX
 
STATISTICAL ENERGY ANALYSIS FORMALISM
 
The theoretical predictions of the cylinder response
 
to acoustical and mechanical excitation are based on the
 
Statistical Energy Analysis technique which has been pre­
viously described.2,3lI h 14 and 20/ Since this relatively
 
new technique is not widely used, a formal overview of the
 
technique is given here.
 
Figure A.l presents a power flow diagram for two coupled
 
linear vibratory acoustical or mechanical systems. In
 
Fig. A.1, Pi(Af) represents the time-average power flow
 
in the frequency band Af into system i from an external
 
broadband random source, Ei represents the time-average
 
energy of system i, P~i represents the time-average power
 
dissipated in system i, and PiJ represents the time-average
 
power transferred from system i to system J. The parameters
 
which describe system i are the dissipation loss factor ni ,
 
and the modal density Ni. The coupling between system i
 
and system j is described by the coupling loss factor nij .
 
The variables and parameters germane to system j are defined
 
similarly.
 
The time-average power dissipated in system i is given by
 
Pi = 2lrffniEi , (A.1) 
where f is the center frequency of the band Af, and the
 
time-average power transferred from system i to system j
 
is given by
 
1rfnjN- (A.2)
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The convention for power flow is such that
 
PiJ = -PJi (A.3)
 
and reciprocity demands that the coupling loss factors and
 
modal densities obey
 
Ninij = Ninji (A.4) 
Using Eqs. A.l-A.4 and the diagram of Fig. I.A, the power
 
balance equations for systems i and j are
 
Pi(Af) = 2 niEi + 2nfnijNi(-i - ) (A.5) 
and
 
Pi(bf) = 2wfnjEj + 2wfnTj-Nj - ) .(A.6) 
Often only one of the two systems is driven externally,
 
for example system i. In this case, the ratio of the time­
average vibratory energies of the two systems is found
 
by solving Eq. A.6 with P (Af) = 0, which yields
 
a ' 
Ei Ni nji I nj 
= N. I i (A.7)
E  
Equation A.7, the 'central result of this anpendix
 
is used extensively in the analyses contained in this report.
 
The system energies E and Ei are easily related to the
 
space-time mean-square pressure of an acoustic system or
 
the space-time mean-square acceleration of a vibratory
 
mechanical system.
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In this investigation of the response of a ring-stringer
 
stiffened cylinder to acoustical and mechanical excitation,
 
it is convenient to divide the vibratory system up into
 
five subsystems: (1) the exterior acoustic field, (2) the
 
cylinder skin, (3) the stiffening rings and stringers,
 
(4) the box mounted to the stiffeners inside the cylinder,
 
and (5) the cylinder interior acoustic field. In the
 
analyses of the system it is assumed that each of these
 
subsystems are lightly coupled so that Eq. A.7 may be applied
 
to each adjacent coupled pair of subsystems.
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FIGURE A.1 POWER FLOW DIAGRAM FOR STATISTICAL ENERGY ANALYSIS
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